Loading Your ATV

Make sure all cargo is securely attached. Don’t carry heavy or bulky items that exceed the cargo rack load capacity. Also, don’t overload your ATV.

Rack Maximum Load

<table>
<thead>
<tr>
<th>Model</th>
<th>Front</th>
<th>Rear</th>
</tr>
</thead>
<tbody>
<tr>
<td>KLF220</td>
<td>20 kg (44 lb)</td>
<td>30 kg (66 lb)</td>
</tr>
<tr>
<td>KLF300 B/C</td>
<td>32 kg (70 lb)</td>
<td>63 kg (140 lb)</td>
</tr>
<tr>
<td>KLF400</td>
<td>40 kg (88 lb)</td>
<td>70 kg (154 lb)</td>
</tr>
</tbody>
</table>

Vehicle Maximum Load

Weight of rider and cargo must not exceed the following load capacity:
KLF220 – 130 kg (285 lb)
KLF300B – 182 kg (400 lb)
KLF300C – 195 kg (430 lb)
KLF400 – 205 kg (452 lb)

Try to maintain front to rear balance by carrying twice as much weight on the rear rack as on the front rack.

Reduce speed when carrying cargo or pulling a trailer and allow for more braking distance.

Be sure to attach a trailer to the trailer hitch bracket only. Don’t attach a trailer to any other location than the bracket. Also, don’t overload a trailer.

Maximum Trailer Weight
(Trailer plus cargo weight)

<table>
<thead>
<tr>
<th>Model</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>KLF220</td>
<td>204 kg (450 lb)</td>
</tr>
<tr>
<td>KLF300 B/C</td>
<td>317 kg (700 lb)</td>
</tr>
<tr>
<td>KLF400</td>
<td>500 kg (1,100 lb)</td>
</tr>
</tbody>
</table>

Do not load more than 14 kg (30 lb) for KLF220, KLF300B/C and 40 kg (88 lb) for KLF400 tongue weight on the trailer hitch bracket. Be sure to subtract this tongue weight from the Vehicle Maximum Load capacity. Never allow tongue weight to be 0 kg.
Always unload a trailer evenly.

⚠️ WARNING

HAZARD
Improperly attaching and loading a trailer.
Overloading a trailer.

WHAT CAN HAPPEN
Can cause changes in vehicle handling which could lead to an accident.

HOW TO AVOID THE HAZARD
Attach a trailer to the trailer hitch bracket only. For example, attaching a trailer to the grab rail can cause the vehicle to tip over. Never load more than 14 kg (30 lb) for KLF220, KLF300B/C and 40 kg (88 lb) for KLF400 tongue weight on the towing bracket. Do not tow more than 204 kg (450 lb) for KLF220, 317 kg (700 lb) for KLF300B/C and 500 kg (1,100 lb) for KLF400 trailer weight (trailer plus cargo).
When towing a trailer, don’t carry a passenger in a trailer.

### WARNING

**HAZARD**
Riding in a trailer.

**WHAT CAN HAPPEN**
Can cause the operator to lose control of the vehicle. The passenger can be thrown from the trailer or hurt by shifting cargo in the trailer.

**HOW TO AVOID THE HAZARD**
Never carry a passenger in a trailer.

Refer to the instructions in the Loading Information chapter of this manual. Overloading this ATV or carrying or towing cargo improperly will adversely affect vehicle handling and could cause an accident.

### WARNING

**HAZARD**
Overloading this ATV or carrying or towing cargo improperly.

**WHAT CAN HAPPEN**
Could cause changes in vehicle handling which could lead to an accident.

**HOW TO AVOID THE HAZARD**
Never exceed the stated load capacity for this ATV. Cargo should be properly distributed and securely attached. Reduce speed when carrying cargo or pulling a trailer. Allow greater distance for braking. Always follow the instructions in your Owner’s Manual for carrying cargo or pulling a trailer.