KLF400:

1. Front Rack (Carrier) Maximum Load
2. Shift Pattern
3. General Warning
4. Fuel (Australian model only)
5. Storage/Transportation Warning

6. Rear Rack (Carrier) Maximum Load
7. Battery Vent Hose Routing
8. Overloading Warning
9. Tire Pressure Warning
10. Passenger Warning
WARNING

- This vehicle is designed for off-road use only; it is not intended for use on public streets, roads or highways.
- Children must have adult instruction and supervision at all times to operate this vehicle. Use by children under the age of 14 is not recommended.
- This vehicle is designed for operator use only. No passengers.
- Alcohol and drugs impair your judgement and reaction time. Never drink and drive.
- Always wear an approved helmet, eye protection and protective clothing.
- Refueling; shut engine off and make sure the area is well ventilated and free from any source of flame or sparks.
- Read and understand the owner's manual before operating this vehicle.
- The owner's manual should be kept with the vehicle in the compartment provided.
- Before starting, put transmission in neutral and check the throttle control for proper operation.
- Remember to apply the parking brake before getting off your ATV.
- Installation of accessory items may affect vehicle handling. See the owner's manual for information.
- Preserve the environment, ride responsibly and always know and obey laws and regulations govern ATV operation.
- Tire pressure gauge is provided in the tool kit container. Keep it with the vehicle at all times.

UNLEADED PETROL ONLY

WARNING

Never ride as a passenger. Passengers can cause a loss of control, resulting in severe injury or death.
**WARNING**

OVERLOADING CAN CAUSE LOSS OF CONTROL.
LOSS OF CONTROL CAN RESULT IN SEVERE INJURY OR DEATH.

Never overload this ATV. Maximum load limits for this ATV are as follows:
- **VEHICLE LOAD:** 206 kg (452 lbs)
- **FRONT CARRIER LOAD:** 40 kg (88 lbs)
- **REAR CARRIER LOAD:** 70 kg (154 lbs)
- **TRAILER TONGUE WEIGHT:** 40 kg (88 lbs)
- **TRAILER WEIGHT:** 500 kg (1100 lbs)
  (TRAILER PLUS CARGO WEIGHT)

Read the Owner's Manual for more loading information.

---

**SHIFT PATTERN**

**WARNING**

IMPROPER TIRE PRESSURE CAN CAUSE LOSS OF CONTROL.
LOSS OF CONTROL CAN RESULT IN SEVERE INJURY OR DEATH.

Check tire pressure and condition daily. Use these tire pressures for normal use of this ATV.
- **FRONT:** 0.36 kgf/cm² (5 psi)
- **REAR:** 0.42 kgf/cm² (6 psi)

Tire pressure should be checked when tires are cold, before you ride. Read the Owner's Manual for more tire information.

---

**MAXIMUM LOAD:** 40 kg (88 lbs)

---

**MAXIMUM LOAD:** 70 kg (154 lbs)

---

**WARNING**

FIRE HAZARD.
INCORRECT STORAGE OR TRANSPORTATION OF THIS ATV MAY CAUSE GASOLINE TO LEAK FROM THE FUEL TANK, CAUSING A FIRE HAZARD.
FIRE CAN CAUSE SEVERE INJURY OR DEATH.

Never store or transport this ATV tipped up on its rear end.

Read the Owner's Manual for more storage and transportation information.