Reverse Knob

This vehicle is equipped with a reverse gear. The reverse knob is located next to the ignition switch (KLF220: mounted in the left side of the fuel tank cover).

To shift into reverse follow this procedure:
1. Start the engine following the procedure in the “Starting the Engine” section.
2. Make certain the vehicle is completely stopped, the transmission is in neutral, and the engine is idling.
3. Turn the reverse knob clockwise and press down the shift pedal into reverse gear.
4. Release the reverse knob and shift pedal.
5. The vehicle can now be operated in reverse.
   To shift out of reverse follow this procedure:
   1. Stop the vehicle completely.
   2. Lift the shift pedal up to neutral.

A WARNING

HAZARD
Shifting into 1st or SL(Super Low: KLF400 only) gear while moving in reverse.

WHAT CAN HAPPEN
Can cause the vehicle to stop suddenly and go forward. This can lift the front wheels off the ground and cause the operator to lose control. Or the vehicle can tip over backwards causing an accident.

HOW TO AVOID THE HAZARD
Never operate the shift pedal to change gears while the vehicle is moving in reverse.

A WARNING

HAZARD
Improperly operating in reverse.

WHAT CAN HAPPEN
You could hit an obstacle or person behind you, resulting in serious injury or death.

HOW TO AVOID THE HAZARD
When you select reverse gear, make sure there are no obstacles or people behind you. When it is safe to proceed, go slowly.